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151.50–60 Benzene. 
151.50–70 Cargoes requiring inhibition or 

stabilization. 
151.50–73 Chemical protective clothing. 
151.50–74 Ethylidene norbornene. 
151.50–75 Ferric chloride solution. 
151.50–76 Hydrochloric acid, spent (NTE 

15%). 
151.50–77 Fluorosilicic acid (30% or less) 

(hydrofluorosilicic acid). 
151.50–79 Methyl acetylene-propadiene mix-

ture. 
151.50–80 Nitric acid (70% or less). 
151.50–81 Special operating requirements for 

heat sensitive cargoes. 
151.50–84 Sulfur dioxide. 
151.50–86 Alkyl (C7–C9) nitrates.

Subpart 151.55—Special Requirements for 
Materials of Construction

151.55–1 General.

Subpart 151.56—Prohibited Materials of 
Construction

151.56–1 Prohibited materials.

Subpart 151.58—Required Materials of 
Construction

151.58–1 Required materials.

AUTHORITY: 33 U.S.C. 1903; 46 U.S.C. 3703; 49 
CFR 1.46.

SOURCE: CGFR 70–10, 35 FR 3714, Feb. 25, 
1970, unless otherwise noted.

EDITORIAL NOTE: Nomenclature changes for 
part 151 appear at CGD 88–100, 54 FR 40029, 
Sept. 29, 1989.

Subpart 151.01—General

§ 151.01–1 Applicability. 
This part applies to the following: 
(a) Oceangoing, as defined in 33 CFR 

151.05(j), non-self-propelled United 
States ships and non-self-propelled for-
eign ships operating in United States 
waters that carry a bulk cargo that 
is— 

(1) Listed in Table 151.05; 
(2) Not being carried in a portable 

tank regulated under subpart 98.30 or 
98.33 of this chapter; and 

(3) Not an NLS or is an NLS cargo 
that is a Category D listed in § 151.12–5 
of this part. 

(b) All non-self-propelled United 
States ships that are not oceangoing 
that carry a bulk cargo that is— 

(1) Listed in Table 151.05, and 

(2) Not being carried in a portable 
tank regulated under subpart 98.30 or 
98.33 of this chapter. 

[CGD 81–101, 52 FR 7776, Mar. 12, 1987, as 
amended by CGD 84–043, 55 FR 37413, Sept. 11, 
1990]

§ 151.01–2 Incorporation by reference. 

(a) Certain standards and specifica-
tions are incorporated by reference 
into this part with the approval of the 
Director of the Federal Register in ac-
cordance with 5 U.S.C. 552(a). To en-
force any edition other than the ones 
listed in paragraph (b) of this section, 
notice of change must be published in 
the FEDERAL REGISTER and the mate-
rial made available to the public. All 
approved material is on file at the Of-
fice of the Federal Register, 800 North 
Capitol Street, NW., suite 700, Wash-
ington, DC, and is available from the 
sources indicated in paragraph (b) of 
this section. 

(b) The standards and specifications 
approved for incorporation by ref-
erence in this part and the sections af-
fected, are:

American Society for Nondestructive Testing 
(ASNT) 

4153 Arlingate Road, Caller num;28518, Co-
lumbus, OH 43228–0518

ASNT ‘‘Recommended Practice No. 
SNT–TC–1A (1988), Personnel Qual-
ification and Certification in Non-
destructive Testing’’ .............151.04–7(c)(2)

American Society of Mechanical Engineers 
(ASME) International 

Three Park Avenue, New York, NY 10016–5990
ASME Boiler and Pressure Vessel 

Code Section V, Nondestructive 
Examination (1986) ................151.04–7(a)(1)

American Society for Testing and Materials 
(ASTM) 

100 Barr Harbor Drive, West Conshohocken, 
PA 19428–2959.

ASTM D 4986–98, Standard Test Meth-
od for Horizontal Burning Charac-
teristics of Cellular Polymeric Ma-
terials............................................151.15–3

ASTM E 84–98, Standard Test Method 
for Surface Burning Characteris-
tics of Building Materials—151.15–3

[CGD 85–061, 54 FR 50965, Dec. 11, 1989, as 
amended by USCG–1999–6216, 64 FR 53227, Oct. 
1, 1999; USCG–1999–5151, 64 FR 67183, Dec. 1, 
1999]
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